
NET CONTENTS:
One Gallon (128 Fl. Oz.) 3.78 liters

052821
Label# 1620F

INDUSTRIAL 
STRENGTH 
DEGREASER

900 Highly concentrated

Fast acting

Versatile

Biodegradable

Cleans grease, oils and inksKEEP OUT OF
REACH OF CHILDREN

DANGER
See hazard and 
precautionary statements 
on reverse side.
See SDS for complete 
safety information.

WARNING: This product can expose you to chemicals including 
myrcene, which is known to the State of California to cause cancer. For 
more information, go to www.P65Warnings.ca.gov.

DANGER: Combustible liquid. Causes severe skin burns 
and eye damage.

Manufactured By:
CANBERRA CORPORATION
3610 N. Holland-Sylvania Rd.
Toledo, OH 43615
P 419-841-6616 • TF 800-832-8992 
canberracorp.com

052821
Label# 1620B

Cleans hard surfaces found in industrial and commercial areas. Deep 
penetrating cleaner. Formulated to handle the toughest jobs. Super 
versatility including hot tanks, spray equipment, dip tanks, steam 
cleaners, and automatic scrubbers.
DIRECTIONS FOR USE:
1.	 Use dilution chart shown as a guide for starting point solution to 

be used depending on the surfaces to be cleaned, soil load, or 
other factors.

2.	 After surface has been cleaned, rinse thoroughly.
CONTAINS: Butoxyethanol (CAS 111-76-2), Myrcene (CAS 123-35-3), 
and Diethyl Phthalate (CAS 84-66-2). 
CONTAINS FRAGRANCE ALLERGENS: Limonene (CAS 5989-27-5) 
and Citral (CAS 5392-40-5). 
For more ingredient information visit: canberrcorp.com.

		  Recommended
Regular Uses:	 Water Dilutions:

Floors, Walls, General Maintenance: 
   light soil....................................................... 1:30	  (4 oz./gal.)
   medium soil................................................. 1:10	 (12 oz./gal.)
   heavy soil..................................................... 1:5 	 (21 oz./gal.)
Air Filters......................................................... 1:2	  (43 oz./gal.)
Engines, Machines, Equip............................... 1:2 	 (43 oz./gal.)
Hoods, Flues................................................... 1:2 	 (43 oz./gal.)
Conveyors....................................................... 1:4 	 (26 oz./gal.)
Concrete, Brick, Stucco................................... 1:2 	 (43 oz./gal.)
Light Fixtures, Appliances............................... 1:10 	 (12 oz./gal.)
Ducts, Grills.................................................... 1:5 	 (21 oz./gal.)
Kitchen Walls, Terrazzo, Marble, 
Ceramic Tile, Asphalt Tile................................ 1:8 	 (14 oz./gal.)

PRECAUTIONARY STATEMENTS: Keep away from sparks and open flames. 
Do not breathe spray. Wash hands, face and any skin contact thoroughly 
after handling. Wear protective gloves/eye protection/face protection.
IF SWALLOWED: Rinse mouth. Do NOT induce vomiting. 
IF ON SKIN (or hair): Take off immediately all contaminated clothing. Rinse 
skin with water/shower. Wash contaminated clothing before reuse. 
IF INHALED: Remove person to fresh air and keep comfortable for 
breathing. 
IF IN EYES: Rinse cautiously with water for several minutes. Remove 
contact lenses, if present and easy to do. Continue rinsing. 
Immediately call a POISON CENTER or doctor/physician. 
READ SAFETY DATA SHEET BEFORE USING PRODUCT.
See First Aid  Measures - Section 4 on SDS for more detailed 
information.
Store locked up. Dispose of contents/container to an approved disposal 
facility.

For Industrial and Institutional Use Only
Keep From Freezing


