
Rinse-free stripper efficiently cleans resilient tile flooring and removes 

layers of floor finish. In most situations, simple mop agitation dissolves finish 

buildup, permitting fast pick up with a mop or wet vac. No neutralizing rinse 

required, and no residue is left behind to interfere with subsequent finish 

application.  VOC CARB compliant.
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•	 Dilute with warm water as follows:

•	 Light Build-up				   1:15

•	 Regular Build-Up	 1:10

•	 Heavy Build-Up	 1:8

•	 Automatic Scrubber	 1:4

•	 Apply liberally to small area of floor, making sure the surface remains wet until 
removed.

•	 Allow to remain approximately 10 minutes. 

•	 Agitate with mop or machine with appropriate pad.    

•	 Pick up remaining solution with mop, wet vac, or automatic scrubber.

•	 Immediately rinse with clear water to remove residual soils or squeegee marks.

•	 Allow floor to dry completely.  If slight amount of dust remains on surface, remove 
with dry dust mop or fresh damp mop.

•	 Simple Mop Agitation Dissolves 
Build-up

•	 Floor Machine Required

•	 No Neutralizing Rinse Required

•	 Low Odor

•	 Provides Outstanding Labor Savings

Effective removal of floor finish from terrazzo and resilient tile without the additional 
step of neutralizing the floor. Removes acrylic floor finish from vinyl, VCT, linoleum and 
other plasticized flooring.

DIRECTIONS:

FORMULA FEATURES:

RECOMMENDED FOR:

SPECIFICATIONS:

This low odor stripper 

is perfect for use in 
SMALL OR

HARD-TO-REACH 
areas.

704

RINSE FREE 
FLOOR STRIPPER

Dilution 1:15 - 1:4

pH Level 12.5 - 13.5

Color Dye Free

Fragrance Sassafras

Coverage per gal. 750 - 1000 sq. ft.


